MODEL 5531
TYPICAL BLUOCK DIAGRAM

ENGINE

RPM INPUT FROM MAG. PICK UP

CRANKCASE PRESSURE INPUT FROM BLOCK

COOLANT PRESSURE INPUT FROM FLOW SIDE OF WATER PUMP OR WATER PASSAGE
OIL PRESSURE INPUT FROM PISTON OIL PUMP FLOW SIDE

COOLANT TEMPERATURE FROM FRESH WATER HEAT EXCHANGER RETURN SIDE

POWER SUPPLY
12-32 VOLT INPUT
24 VOLT OUPUT

SEAWATER FLOW SENSOR
INSTALLED AFTER THE

RAW WWATER COOLING PUMP
FOR EITHER ENGINE OR HVAC.

EXHAUST SYSTEM TEMPERATURE FROM WATER RETURN LINE SIDE ON EXHAUST JACKET
MAIN HARNESS I )
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MODEL 551 ACCESSORY HARNESS
MARINE ENGINE SAVER S - A\
57-AS50-57 S7-hel2-20

MODEL 575 DATA LOGGER
COPTIONAL)

PILOT HOUSE MOUNTED REMOTE
STATUS LIGHTS DISPLAY
COPTIONAL

PILOT HOUSE MOUNTED REMOTE
SEAWATER FLOW DISPLAY
(OPTIONAL>
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